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Usages
The pumps are suitable to transfer liquids containing 
impurities measuring up to 2 mm. The hydraulic 
components, namely the brass impeller and the 
aluminium scroll and pump body, allow the pumps to 
be used with water, emulsions and oily substances in 
general, with a maximum viscosity of 3 Engler (21 CST).

The temperature of the liquid must not exceed 90 C.

They are usually used on:
Machine tools (milling machines – lathes - drills)
Filtration systems.

They should usually be installed on a tank, with a capacity 
in proportion to the flow rate, at about 4–5 cm. from the 
bottom. It is important to check that the maximum level of 
the liquid in the tank always remains 3 – 4 cm. lower than 
the flange (see figure).

In cases where the liquid is particularly dirty, the user is 
recommended to construct the tank in compartments to 
allow the dirt to deposit before it is stirred up by the pump.

Immersion Pumps Series MPC 
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Performance n ≈ 2900 1/min

P1 Max. Leistungsaufnahme
P2 Motorleistung

Dimensions and weight

type kW
 Total head of metres column of water 

0 5 10 15 20 25 30 35 40 45 50 55 60 65 70 75 80 85 90 95 100
 )nim/l( yrevileD 2P 1P

MPC 80 B 1,5 1,1 116 98 83 65 46 3 
MPC 80 C 2 1,5 145 139 134 127 118 105 90 69 49 2 
MPC 90 B 3,1 2,2 150 148 145 140 135 127 120 110 99 80 71 53 36 5 
MPC 90 C 3,9 2,5 162 154 152 150 149 146 144 137 131 123 116 106 96 87 74 56 38 3 
MPC 100 B 5,6 4 162 160 158 156 154 152 149 145 139 135 127 123 117 112 101 91 79 50 38 26 2 

type 
 zH06 zH 05 Wk

Input 230 / 400 254-290 / 440 - 500 230 / 400 208-230 / 440-460 254-277 / 440-480 318-346 / 550-600 
MPC 80 B 1,5 4,3 / 2,5 3,6 / 2,1 5,2 / 3 4,6 / 2,7 4,3 / 2,5 3,8 / 2,2 
MPC 80 C 2 6 / 3,5 5 / 2,9 7,2 / 4,2 6,4 / 3,7 6 / 3,5 5,2 / 3 
MPC 90 B 3,1 9,3 / 5,4 7,8 / 4,5 11,2 / 6,5 10 / 5,8 9,3 / 5,4 8,1 / 4,7 
MPC 90 C 3,9 11,4 / 6,6 9,5 / 5,5 13,8 / 8 12,1 / 7 11,4 / 6,6 10 / 5,8 
MPC 100 B 5,6 16,2 / 9,4 14,7 / 8,5 19,5 / 11,3 17,6 / 10,2 16,2 / 9,4 13,5 / 7,8 

Immersion Pumps Series MPC 

type 
               Dimensions  ( mm )             weight

A B C Ø D Ø E Ø F Ø G H Ø I Ø L kg 

MPC 80 B 

490 210 

280 1" 190 - 230 245 204 5x 9 

16
 1,61 062 045
 3,61 533 516

 81 054 037

MPC 80 C 

520 240 

280 1" 190 - 230 245 204 5x 9 

17,9
 81 092 075
 2,81 563 546

 91 084 067

MPC 90 B 

583 260 

323 1" 190 - 230 255 204 5x 9 

25,5
 6,52 013 336
 8,52 583 807
 5,72 005 328

MPC 90 C 

613 290 

323 1" 190 - 230 255 204 5x 9 

26,4
 5,62 043 366
 7,62 514 837
 5,82 035 358

MPC 100 B 

650 280 

370 1¼" 202 220 250 275 235 5x 9 

28,5
 92 033 007
 5,92 083 057

 04 034 008
 2,24 016 089
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Materials

Immersion Pumps Series MPC 

Components Material 
 001 CPM 09 CPM 08 CPM

1 Rod Steel
2 Frame Aluminium 
3 V-Ring NBR
8 Shaft Steel C 40 
9 Pump body Aluminium 

12 Impeller Brass 58 
14 Terminal box Nylon 
16 Non-drive end shield Aluminium 
17 Fan Nylon 
18 Fan cover Nylon 
19 Drive bearing  SR2 70226 ZZ 5036 ZZ 5036
20 Sealing ring NBR
21 Spring Ring 
22 Non-drive bearing  ZZ 6026 ZZ 5026 ZZ 4026
24 Drive end shield Aluminium 
28 Main bronze bearing 23x20x20 
29 Sealing ring NBR 20X32X5 
31 House impeller Aluminium 
37 Diffuser - upper  muinimulA C 08 CPM no muinimulA
38 Diffuser - middle  muinimulA ------
41 O-Ring NBR
44 Spacer  leetS )C08 CPM no leetS
46 Bottom bronze bearing ------ Bronze on MPC 90 C Bronze 


